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Capstan Only Bumper with Dual Tool Boxes

Features
• Up to 6,000 lb Rating on 7 in. dia. Capstan

• High efficiency planetary gearing

• High capacity output bearings

• Several motor options provide optimum performance

ALL DIMENSIONS 
SHOWN IN INCHES

PCD24B Planetary Capstan Drive 6,000 lb (2,722kg)

               Dimensionals

ALL DIMENSIONS 
SHOWN IN INCHES



Utility ProdUct GUide

www.paccarwinch.com Tel 918-251-8511 11

FOR FLOW UP TO 20 GPM
PART 
NO.

MODEL NO. PRESSURE FLOW OUTPUT SHAFT 7” CAPSTAN 20” C.R. REEL

TORQUE SPEED LINE PULL LINE SPEED LINE PULL LINE SPEED

PSI GPM in. lbs. RPM lbs FPM lbs FPM

03551 PCD24B-08080-01 2,500 20 16,000 65 4,000 127 1,600 343

03616 PCD24B-08119-01H 2,700 20 24,000 42 6,000 87 2,400 220

03842 PCD24B-08049-01 2800 20 12,000 106 3,000 222 1,200 560

FOR FLOW UP TO 30 GPM
PART 
NO.

MODEL NO. PRESSURE FLOW OUTPUT SHAFT 7” CAPSTAN 20” C.R. REEL

TORQUE SPEED LINE PULL LINE SPEED LINE PULL LINE SPEED

PSI GPM in. lbs. RPM lbs FPM lbs FPM

03632 PCD24B-08080-01 2,550 30 16,000 102 4,000 213 1,600 534

03631 PCD24B-08119-01H 2,400 30 24,000 68 6,000 142 2,400 356
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BOSS PORT
(7/8-14 THD) TYP 2X

PDC24B-08049-01
PN. 03842
CHAR-LYNN 2000 SERIES 4.9 CU IN/REV MOTOR
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