
BRADENBRADEN

The Braden HD Series Hoist Drive is a quiet, effi  cient drive 

unit designed specifi cally for travel/track and winch 

applications. Its compact, multi-stage planetary gearbox 

design and full complement of tapered roller bearings 

outperforms competitive models while off ering a durable, 

long service life main bearing system.

Benefi ts

Suitable for track, drum, or wheel drive applications 

Replaces popular competitive models 

Ends need for supporting bearing for drum drives 

High effi  ciency/low decibel operation 

Ease of serviceability 

Features

44,254– 81,132 ft-lb ( 60,000 N·m–110,000 N·m) output torque

Integral multi-disc static brake 

Motor input options 

Multiple gear ratio options 

Optional piston motor mounting inputs 

Industry standard gearbox mountings 
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BRADENBRADEN

Model

Intermittent 

Output Torque

ft-lb (N·m)

Gear Ratio

Ranges Motor Input Options

HD60
44,254
(60,000) 89.2–174.1 A6VE80/107

A2FE80/90

HD80C
59,004
(80,000) 76.7–149.9 A6VE107/160

A2FE107

HD110
81,132

(110,000) 97.5–148.5 A6VE107/160
A2FE107/125/160

HD Series Hoist Drives

Dimensions (Model HD80C Shown)

DIMENSIONS IN INCHES (MM)

WINCH DIVISION

Performance

P.O. BOX 547  BROKEN ARROW, OK U.S.A. 74013
PHONE (918) 251-8511   FAX (918) 259-1575

www.paccarwinch.com

MAKERS OF THE FINEST WINCH, HOIST, AND DRIVE SYSTEMS
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20X Ø 1.024 (26) THRU
ON A  18.898 (480) B.C.
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Ø .709 (18) THRU
ON  10.236 (260) B.C.

Ø .866 (22) THRU
ON  A 7.480 (190) B.C.

2X M16 X 2.0 THRU
ON  A  10.236 (260) B.C.

2X M16 X 2.0 THRU
ON  A  7.480 (190) B.C.

3X – 8 ORB PLUG
(3/4–16 UNF THD)

3.97
(101)

.59
(15)

.59
(15)

.98
(25)

5.905 ± .001
(149.99 ±.02)Ø

8.857 ± .001
(224.97 ±.02)
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2X M20 X 2.5 X 1.25 (32) DP
ON  A  9.843 (250) B.C.

MOTOR INPUT DATA:
PILOT  Ø 7.877 ± .002 (200.08 ± .05)
INPUT SPLINE 2 IT, 2 MODULE
COMPATIBLE MOTOR: A2FE160/61W & A6VE160

BRAKE RELEASE PORT
METRIC ORB PORT
(M12 X 1.5 THD)

RATIO – 98.97:1

MAXIMUM INPUT TORQUE 6.536 IN.-LB (738 N·m)
MAXIMUM INPUT SPEED 3295 RPM

MAXIMUM OUTPUT TORQUE 608,046 IN.-LB (68,700 N·m)
MAXIMUM OUTPUT SPEED 33.3 RPM

STATIC BRAKE TORQUE 9,810 IN.-LB (1,108 N·m)
INITIAL RELEASE  211 PSI (14.5 BAR)
FULL RELEASE  260 PSI (18 BAR)
MAX RELEASE PRESSURE 725 PSI (50 BAR)

OIL CAPACITY  18 PT

ALL APPLICATIONS TO BE REVIEWED BY BCG ENGINEERING

4X METRIC ORB PLUG
(M18 X 1.5 THD)

20X M24 X 3.0 THRU
ON  A  16.929 (430) B.C.
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