
 

LB Series Drives

FEATURES & BENEFITS

SPECS & PERFORMANCE

40,000 lb-ft (54,233 N∙m) to 
140,000 lb-ft (189,815 N∙m)

- Offshore Liftboats

APPLICATIONS
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Model Part          
Number

Intermittent 
Output Torque

lb-ft (N∙m)

Gear 
Ratio

Motor Input 
Options

LB400C
05978 40,000 (54,233) 102.2:1 SAE ‘C’           

14-tooth spline

05979 40,000 (54,233) 156.9:1 SAE ‘C’      
14-tooth spline

LB1400B 04462 140,000 (189,815) 1,040.6:1 SAE ‘C’           
14-tooth spline

- Lloyd’s Register approved

- Complies with US Coast Guard regulations

- Triple (LB400) and quadruple (LB1400) planetary  
   design with bearings throughout
- Multiple reduction ratios to match application needs
- Optional input drive adapters available
- Simple design for ease of maintenance
- Torque-tube mount with spherical output  
   bearing for pinion shaft support



LB Series Drives
40,000 lb-ft (54,233 N∙m) to 
140,000 lb-ft (189,815 N∙m)

DIMENSIONS

Dimensions given in inches (mm)  [LB400C]

Dimensions given in inches (mm)  [LB1400B]

5.25 
(133.35)

7.00 
(177.80)

16.00 
(406.40)

16.00 
(406.40)

31.19 
(792.23)

10.00 (254)

1.50 (38.10)

4.64 
(117.86)

19.99 
(507.75)

Ø 15.63 
(397.00)

Ø 23.50 
(596.90)

Ø 15.00 
(381.00)

.50 
(12.70)

.88 
(22.35)

6.75 (171.45)

1.06 (26.92)

GREASE ZERK 
OPP. SIDE

GREASE ZERK 
OPP. SIDE

8.50 
(215.90)

8.50 
(215.90)

18.50 
(469.90)

R 2.00 (50.80) TYP

6.50 
(165.10)

5.25 
(133.35)

6.75 
(171.45)

13.50 
(342.90)

8.00 
(203.20)

8.00 
(203.20)

8.00 
(203.20)

12.50 
(317.50)

21.00 (533.40)

12.00 (304.8)

24.00 (609.6)

10.50 (266.70)

2X 2.56 
(65.02)

2.75 
(69.85)

2.75 
(69.85)

4.31 
(109.47)

8.02 (203.71)
MAX SHAFT EXTENSION 

INTO UNIT

11.00 (279.40)
MAX SHAFT EXTENSION INTO UNIT

4X Ø 0.938 (23.83) 
MTG HOLES

4X Ø 1.312 (33.33)    
MTG HOLES


