
Features and Benefits
Band brake around cable drum helps prevent â€œbirdnestingâ€​ of cable
Easy access to lubrication points

HP130A-LP-157128/064-01

Line Pull Unit Weight

130000lbs 1925lbs

58967kg 873kg

Imperial Metric

Ratio 156.900:1

Motor Displacement 12.750 ci 209.0 cc

Pressure 2702 psi 187.0   bar

Winch Flow 85 gpm 321.8 lpm

Rope Diameter 1.1250 in 28.6 mm

Cable Capacity 21 in 6 mm

Performance

Layer Line Pull (lbs) Line Speed (fpm) Line Pull (kg) Line Speed (mpm)

1 130000 21 58967 7

2 106360 26 48244 8

3 90000 31 40823 10

4 78000 36 35380 11

The last legal layer per ANSI is 4
D/d = 9:1

Applications for MODEL HP125 / HP130
Oilfield

Resources:
Service - LIT2430
Service - LIT2544
Material List - LIT2125
Material List - LIT2472

http://www.paccarwinchpubs.com/amfilerating/file/download/file_id/542/
http://www.paccarwinchpubs.com/amfilerating/file/download/file_id/543/
http://www.paccarwinchpubs.com/amfilerating/file/download/file_id/792/
http://www.paccarwinchpubs.com/amfilerating/file/download/file_id/865/
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