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MOTOR Low: 089 (8.92 cu in.) Hi: 045 (4.46 cu in.) 

PRESSURE 2,670 psi

FLOW 60 gpm

WIRE ROPE DIA 1  in.

LAYER
LINE
PULL 
(lb)

LINE
SPEED 
(fpm)

LINE
PULL 
(lb)

LINE
SPEED
(fpm)

DRUM
CAPACITY

(ft)
D/d

1 75,000 26 32,020 55 43 9:1

2 61,470 32 26,250 67 95 9:1

3 52,080 37 22,240 80 154 9:1

4 45,190 43 19,290 92 228 9:1

MOTOR Low: 089 (146.2 cc) Hi: 045 (73.1 cc) 

PRESSURE 184 bar

FLOW 227 lpm

WIRE ROPE DIA 25.4 mm

LAYER
LINE
PULL 
(kg)

LINE
SPEED 
(mpm)

LINE
PULL 
(kg)

LINE
SPEED
(mpm)

DRUM
CAPACITY

(m)
D/d

1 34,020 8 14,524 17 13 9:1

2 27,880 10 11,907 20 29 9:1

3 23,625 12 10,088 24 48 9:1

4 20,500 14 8,750 28 69 9:1

D/d RATIO IS BASED ON PITCH DIAMETER OF WIRE ROPE AT FIRST LAYER

HP75A PLANETARY WINCH
75,000 lb (34,300 kg)

Performance

Dimensions
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