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Specifications

Rated Line Pull 20,000 Lbs / 9,072 Kg

Note Rated line pull is based on the first layer of cable.

1st Layer Line
Speed

40 Ft/Min / 12.2 M/Min

Gear Ratio 21:1

Brake Yes

Cable None

Drum Size (L x F
x B)

11.00 x 13.25 x 6.75 In / 279.4 x 336.6 x 171.5 MM

Cable Capacity 220 Ft / 67.1M

Recommend
Cable Size

9/16 In / 14.3 MM

Hydraulic
Pressure
Required

2,350 PSI (162 Bar)

Hydraulic Flow
Required

30.0 GPM (114 LPM)

Motor Size 14.9 Cu. In. (244 cc)

Additional
Motor Options

None

Clutch Type Sliding Spline

Clutch Control Air, Manual

Fairlead Roller

https://ramseywinch.net/rated-line-pull/20000-lbs-9072-kg/
https://ramseywinch.net/1st-layer-line-speed/40-ftmin-12-2-mmin/
https://ramseywinch.net/gear-ratio/21-1/
https://ramseywinch.net/brake/yes/
https://ramseywinch.net/cable/none/
https://ramseywinch.net/drum-size-l-x-f-x-b/11-00-x-13-25-x-6-75-in-279-4-x-336-6-x-171-5-mm/
https://ramseywinch.net/cable-capacity/220-ft-67-1-m/
https://ramseywinch.net/recommend-cable-size/9-16-in-14-3-mm/
https://ramseywinch.net/hydraulic-pressure-required/2350-psi-162-bar/
https://ramseywinch.net/hydraulic-flow-required/30-0-gpm-114-lpm/
https://ramseywinch.net/motor-size/14-9-cu-in-244-cc/
https://ramseywinch.net/additional-motor-options/none/
https://ramseywinch.net/clutch-type/sliding-spline/
https://ramseywinch.net/clutch-control/air-manual/
https://ramseywinch.net/fairlead/roller/

