
12U

PART #: 12UB8X3L1H-001

REV. DESCRIPTION DATE DRAWN APPD. ER NO.

WIRE 
ROPE 
DIA.

LAYER
DRUM 

CAPACITY 
(ft.)

LINE 
PULL  
(lbs.)

LINE 
SPEED 
(fpm)

1/2

1 28 12000 38
2 63 9820 47
3 104 8310 55
4 152 7200 64
5 206 6350 72

MODEL MAX FLOW 
(gpm)

RPM @ 
MAXIMUM 

FLOW

LINE PULL 
MAXIMUM 

7" PULL

LINE PULL 
MAXIMUM 

20" DIA.
12U 20 116 2050 780

THE RATED LINE PULLS ARE FOR THE WINCH ONLY. 
CONSULT THE WIRE ROPE MANUFACTURER FOR WIRE 
ROPE RATINGS.
CABLE CAPACITIES ARE IN ACCORDANCE WITH SAE J706. 
ACTUAL CABLE CAPACITIES ARE USUALLY UP TO 10% 
GREAT THAN THOSE SHOWN.
LAST LAYER CAPACITY DOES NOT MEET SAE J706.
PERFORMANCE IS BASED ON 20GPM @ 2100 PSI.

LINE PULL/SPEED IS BASED ON Ø1" NONMETALIC ROPE.

CAPSTAN PERFORMANCE

BUMPER-WINCH-12UB8X3L1H-001

LB

Concentricity .010 TIR
3 Place Decimal 

Remove all burrs, break sharp edges

.030

11/13/17 SHEET 1 OF 1SIMILAR TO: 

12UB8X3L1H-001DRAWINGMachine Finish 125

Outside chamfer .03 X 45

Fastener torque per EN11000
Tolerances:

Inside corner radii .03" specific approval of TWG.

APPD. BY: DATE:

•

NO.

TREAT

•

data hereon is not permitted without 
Reproduction or the divulging of 

ER NUMBERB

UNLESS OTHERWISE SPECIFIED

MDR DATE: WT:

•

.010
2 Place Decimal 

HEAT

•

17-846
DRAWN BY: 460 lb10/12/2017

This drawing is the property of TWG. 
All dimensions are in inches•
Min 6% mat'l removal per finish surface 12% on dia.•

1 Place Decimal .100 Angles 2

DO NOT SCALE DRAWING
:

WINCH PERFORMANCE

 10.69 

 80.00 
 14.79 

 5.03 

STD "AT&T" EXTENSION SHAFT

 4.13 

 25.82 

INLET/OUTLET
 PORTS JIC #8 


