
 

PD12C-CW Hoist

FEATURES & BENEFITS

OPTIONS

10,000 lbs (4,535 kg)

- Sealed, high-efficiency planetary reduction 	
   gearing for continuous-duty performance

- Diving Cage
- Mobile Crane

- Offshore Hoist
- Personnel Handling

- DNV certified for cold weather use to -20C

- Steel components for extreme conditions & 	
   durability

- Available auxiliary brake and tension roller 
- Optional encoder/drive mounting 

- Grooved or smooth drum

APPLICATIONS
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Shown with optional 
Auxiliary Brake, and 
Tension Roller

800 EAST DALLAS   BROKEN ARROW, OK 74012 
TEL (918) 251-8511

Gear ratios 59:1, 41:1

Unit Weight 1,000 lb to 1,500 lb (Dependent on configuration)

Motors 034 (3.43 in3), 029 (2.94 in3)

Drum sizes 
(inches)

30 ( 10.70”B X 22”F X 10.87” L)
31 ( 10.70”B x 22”F X 10.75” L)
32 (10.75” B X 22”F X 11.34” L)
33 (11.25” B X 22”F X 11.64” L)
34 (10.63”B X 22”F X 11.71” L)

Rope diameters 3/8 in (10mm), 1/2 in (13mm),                   
9/16 in (14mm), 5/8 in (16mm)

Rope storage 500 ft (152 m) to 1,400 ft (427 m)* 

Optional API 2C-compliance; Auxiliary Brake; Cable 
Tension Rollers; Grooved Drum
Encoder Mounting; Under wound 
Configuration

Consult factory for additional options.
*Rope storage is dependant on rope diameter used.



PD12C-CW Hoist
10,000 lbs (4,535 kg)

PERFORMANCE

Shown                    
with optional
Auxiliary Brake

DIMENSIONS

Dimensions given in inches (mm)

Line Pull (PD12C-CW-AB-59029-32GRE-1)
Layer 1 Layer 2 Layer 3 Layer 4

Line Pull*
lbs (kg)

9865 lbs 
(4479 kg)

9142 lbs 
(4150 kg)

8517 lbs 
(3867 kg)

7973 lbs 
(3620 kg)

Line Speed*                                               
fpm (mpm)

98 fpm      
(30 mpm)

106 fpm     
32 mpm)

113 fpm   
(35 mpm)

121 fpm   
(37 mpm)

*Based on 2.9 CID gear motor using system pressure of 2,900 psi (200 bar), flow of 
30 gpm (114 lpm) and 1/2 in (13 mm) rope. Performance will vary dependent on 
hydraulic system, motor, drum and cable sizes.
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